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1. Варианты монтажа 
канализации
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Important Notice:
Please choose the wall hidden cistern and read the installation instruction carefully.

Install the hidden cistern and its supporting frame according to the Instruction

Please maker sure that the metal frame is strong enough to bear a burthen above

400kg from the toilet Please locate the installing position and decide the FFL based

on indoor decoration plan and mark line on wall.

6. Монтаж смывного бачка

1. Спасибо, что выбрали продукцию компании SSWW.
2. При вскрытии упаковки внимательно проверьте содержимое на предмет 
комплектности
и целостности.
3. Внимательно прочитайте данную инструкцию. При использовании Инсталяции
(металической рамы) другого производителя, пользуйтесь инструкцией прилагаемой к
ней.
4. Компания SSWW оставляет за собой право вносить изминения в характеристики
продукта, без предварительного уведомления.
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1. Установите подводящий 
трубопровод и канализацию в 
соответствии с инструкцией 
производителя Инсталяции.

Hidden cistern

FFL

Water inlet pipe

connecting to

cistern

2. Установите металлический 
каркас
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3. Возведите финишную стену, руководствуюсь допусками завода 
изготовителя
инсталяции. Толщина стены от 10,5 до 33 мм



5. Монтаж унитаза
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болт под 
шестигранник
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1 Установка дренажа и впуска воды

2 Установка соединительных болтов 
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3 Установка унитаза

смазка


